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The Vent-A-Kiln madel 1122-NP-SWB, 1227-NP-SWB, 1332-NP-SWB & 1437-NP-SWB \\ ,<\\ \
negative pressure ventilation systems shall include a conical metal spun , 8,00 \ AdJustable continuos friction hinge /
aluminum hood tapering to a 53* diameter exit. A single speed motor with fan \ | / \
(blower) mounted to wall by meons of o support brocket, shall drow and . ° T \ \.@
propel exhaust fumes and heat via a flexlble hose to o exterlor surface \ e/ /
mounted gravity operated louver. The placement of the hood and klower | N_ \
subassembly shall be user adjustoble via o swingihg wall bracket with o o&..ﬂkw_n_o _ H
contihuos friction hinge designh. The subassembly shall also include a pulley _ 8,00 _ H
and counterweight system. \ i | —12 gage \
/ ¥ 075 | I
1> Conical collection hood: / o i ' ® \
= Metal spun from 0,063 gage aluminum, alloy 1100-0. \ _H:m _ L ’
/, AI;.Elv_ v \\
2) Non-exploslon proof blower N V4
- 4 hp, 1/60/115 motor, N % \.@ @./
- 250 cfm @ 00" w.g., 1.7 amps, 1550 rpm. // -
= Moximum contlhous motor Temperature 250 deg. f. /,/u 1\\\ Hood W Ith
- Sound data; opproximate db at 5 feet: high 62db, low S9dk. - ood cotar w
hanging bracket.
3) Flexible exhoust hose:
- Triple ply laminate, aluminized polyester face and an aluminum foil backing. Hood Diameter| C,\,.| 0.A.W.
- Corrosion, molsture, temperoture (250 deg. f), and flame resistant. Model A <) (bs) | (lbs)
- 5.0 diameter, 10’ (Ft) length,
- Flexible hose fastened by plastic hose clamps (qty=2). 1122-NP-SWB 22.0 5.0 48,0 3
= UL listed number 723
- Cut to shortest length permissikle. 1227-NP-SW3B 27.0 6.0 500 H
4) Exterior surface mounted louvert 1332-NP-SWB 320 7.0 94.0
o, Glameter discharge. 1437-NP-SWB|  37.0 10 | 580 | |
- Three (3> gravity operated shutters. — F T £ Kiln to Hood
sravity e CV. = Counter Velght () A 200 = 400 Ve Kitn 15 In Dperation
0.AW. - Overoll Weight | —
5) & diameter plastic coated steel cable! 2 s
= 10’ (ft> length, I {-Offset =0 \\ ///
- Two @ &’ galvonized steel coble clomps for fastening cable to ° “ “ \
counterwelght and blower. | Jr 044 dia
-y Lvﬂ \
XN - Hood
6) Counterweight As per xp::_...—nggnx_:av_ //o\\\l ™. e @ _ * ! _ h—0.69 dl /
- 3.0 diameter cold rolled steel, paihted VAF/VAK black. \ / ® _ .00 : o __
AY 4
7> Swing wall bracket with pulley system Kty I ,/ / © b D44 = !
- Contlnhuos friction hinge design. / ! | _ _ \
- 1.0"x1.0°x35.0* length structural tubing. Hood \ \ - . ' oas /
- two (@ ball bearing pulleys and one (1> resistance pulley. / ’, °a o @ ! | \
- Two (@ slide krackets for hanging of system. r— \\ * IVN.ETIL \\
- two (@ pulley safety straps. -—— N —.00—— .
- Wall to center of hood when SWB Is perpendicular to wall Is 36.0%, Top Loading Electric /:”m.ccll e
Kiln (Reference only>. ~——-—"__ All Dienslons Inches
=) w_”_omsm_) wall .«mrﬁmuo_{« bracket: (See OEM tmanual> for Installation) Vent—-A-Fume nm%q XXX mw.»sz B. Brandon
- gage steel.
- Painted VAF/VAK black A Replaces DWG' B-1083 & B-1082 4/11/07 _w.w_,p:n_o., LNLESS SHOWN OTHERWSE TOLERANCES /\m_)&lbl_A:_) OO_)_U_ DATE A\N N\QN m«moxmo
B Motor had two speeds 6/12/09 [B.Brandor] &.ﬁn H“m 51 Botsford Place SCALE B OF WATL
5 L Buffalo, N.Y. 14216 NTS
4) ANGLES 10X
AL NFORMATION CONTAINED FEREN Negative Pressure uﬂ«
IS PROPREETARY, AND NUST NOT BE
REPRODUCED O WADE PUELIC WTH- me Model: 1122, 1227, 1332 &|oe o REV.
LETTER ALTERATION DATE | BY | Vont-AFume/Ventohrkin Gom. 1437, NP—SWB (P—118P) B-1220 B




